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eXample OF applicatiOn

NA6plus    
  - digital meter with bargraph

NA6plus  
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•	 3 or 7-colour bargraph with programmable colour switching over.
•	 logging of the measured signal in porgramed time intervals (800 samples).
•	 2 independent measuring channels with universal input.
•	 programmable indication characteristic (21-point rescaling) and bargraph magnifi er.
•	 Up to 8 programmable alarm outputs.
•	 alarm triggered by the rate of change of the measured signal over time.
•	 mathematical operations on channels.
•	 communication in Scada systems (rS485/modbus interfaces).
•	 converstion of any measured value into a current or voltage analog signal.
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technical data

NA6plus- digital meter with bargraph
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input type Measurement range Basic error Additional error

pt100 -200...850°c

0.1%

compensation of temperature 
changes of reference welds 

≤ ±1°c

compensation of cable 
resistance changes

- when changing the resistance 
of wires < 10Ω the error is

≤ ±0.5°c
- when changing the resistance 

of wires  < 20Ω the error is 

≤ ±1°c

change in ambient temperature 
≤ ±  0.1% of the range

pt500 -200...850°c

pt1000 -200...850°c

J (Fe-cuni) -100...1100°c 

K (nicr-nial) -100...1370°c

n (nicrSi-niSi) -100...1300°c

e (nicr-cuni) -100...850°c

r (ptrh13-pt) 0...1760°c

0.2%S (ptrh10-pt) 0...1760°c

t (cu-cuni) -50...400°c
resistance 0...10 kΩ

0.1%
Voltage

± 75 mV, rinp. > 100 kΩ 
± 300 mV, rinp.  > 100 kΩ 
± 0...600 V, rinp.  > 3.5 mΩ

current ± 40 ma, rinp. < 4 Ω 
± 5 a, rinp.  = 10 mΩ ± 10%

intensity of current flowing through the resistance thermometer: < 400 ua
resistance of wires connecting the resistance thermometer with the meter: < 20 Ω/1 wire

outputs

output type Features

current analog output 1 or 2 programmable 0/4...20 ma; load resistance ≤ 500 Ω

Voltage analog output 1 or 2 programmable 0-10 V; load resistance ≥ 500 Ω  

relay output

4 relays; nOc voltageless contacts, 
maximal load:
- voltage: 250 V a.c., 150 V d.c.
- current: 5 a 30 V d.c., 250 V a.c.

Open collector (Oc) type

8  outputs of Oc type:
maximal load:
- voltage: 5...30V d.c.
- current: 25ma d.c.

digital interface
interface type: rS-485; transmission protocol:
 mOdbUS, rtU (8n2, 8e1, 8O1, 8n1)
baud rate: 2400, 4800, 9600, 19200, 57600, 115200 b/s

additional supply output 24 V d.c., maximal load 30 ma

ExtErNAl FEAturE
readout field 2 x 4 -digits led dispaly 7-segment digits of 7 mm high, measuring range -1999...9999

bargraph

bargraph of 100 mm lenght:
- 55 segments in three-colour version 
- 28 segments in seven-colour version
bargraph resolution: programmable

overall dimensions 48 x 144 x 100 mm

Weight < 0.4 kg panel cut-out: 44+0.5  x 137.5+0.5 mm
protection grade (acc. to EN 60529) from frontal side: ip50 from terminal side: ip20

rAtEd opErAtiNg coNditioNs
supply voltage 95...253 V a.c. 40..400 hz; 90...300 V d.c.

20...40 V a.c. 40...400 hz, 20...60 V d.c. power consumption  ≤ 13 Va

temperature ambient: -10...23...55°c storage: -25...85°c

relative humidity < 95% condensation inadmissible

sAFEty ANd coMpAtiBility rEquirEMENts

Electromagnetic compatibility
noise immunity acc. to en 61000-6-2
noise emissions acc. to en 61000-6-4

pollution grade 2

acc. to en 61010-1
installation category iii

Maximal phase-to-earth operating voltage
•	 for input circuit:  600 V
•	 for supply circuit: 300 V 
•	 for other circuits: 50 V

Altitude above sea level < 2000 m
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NA6plus- digital meter with bargraph

electrical cOnnectiOnS

Fig. 1 description of the terminal strip.

Fig. 2 connection way of input signals.Fig.3. connection way of output signals
 depending on the execution code.

resistance thermometer  
in a two-wire system or resistance 

measurement

resistance thermometer  
in a three-wire system

thermocouple  
or voltage  ± 75mV, ±300 mV

voltage input   ± 10 V, ±600 V

current input  ± 40 ma current input  ± 5 a

8 open collector outputs (Oc)

4 relay outputs

analog outputs 
(voltage/ current)

interface rS-485 (modbus)
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*-optional elements depend on the meter's version
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NA6plus- digital meter with bargraph

Ordering

odering example:
the code NA6plus- trru18100E0 means:
                    NA6plus -  na6plUS meter
   t -  bargraph  rg
    rr -  red display coulr
    u -  universal inputs
 1 - current output 0/4...20 ma
    8 - 8 outputs of Oc type
 1 -  supply 95...253V a.c./ 90...300 V d.c.
    00 -  standard version
 E - english version
 0 -  without extra requirements

na6plUS - X XX X X X X XX X X
Bargraph colour:
3-colour(r, g, r+g) t
7-colour (r, g, b,

m
r+g, r+b, g+b, r+g+b)
display colour on channels 
1 and 2:
red-red rr
red-green rg
green-red gr
green-green gg
input signal:
universal input U
custom-made* X
Analog output:
lack 0
0/4...20ma 1
0...10 V 2
2 x 0/4...20 ma 3
2 x 0...10 V 4
1 x 0/4...20 ma, 1 x 0...10 V 5
Additional output:
lack 0
4 relays 4
8 outputs of Oc type 8
supply voltage:
95...253 V a.c./d.c. 1
20...40 V a.c., 20...60 V d.c. 3
version:
standard 00
custom-made** XX
language:
polish p
english e
other* X
Acceptance tests:
without extra requirements 0
with an extra quality inspection certifi cate 1
acc. to customer’s request** X

* - after agreeing with the manufacturer

na6plus19_en

For more information about lumel products 
please visit our website:

www.lumel.com.plwww.lumel.com.plwww.lumel.com.pl
Join us at Facebook!

Export department:
tel.: (+48 68) 45 75 139, 45 75 233, 45 75 321, 45 75 386
fax.: (+48 68) 32 54 091
e-mail: export@lumel.com.pl

luMEl s.A.
ul. Sulechowska 1, 65-022 Zielona góra, pOland
tel.: +48 68 45 75 100, fax +48 68 45 75 508
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